JANTZEN AUDICT RoHS
DENMARK
MOX Resistor 10 Watt
Sorted by Qvalue
Index Weight (kg) Full information string |
002-0379 0,007 Resistor Mox 0,22Q 10W 5% dim.8,5/53 flameproof
002-0382 0,007 Resistor Mox 0,27Q 10W 5% dim.8,5/53 flameproof
002-0385 0,007 Resistor Mox 0,33Q 10W 5% dim.8,5/53 flameproof
002-0388 0,007 Resistor Mox 0,39Q 10W 5% dim.8,5/53 flameproof
002-0391 0,007 Resistor Mox 0,47Q 10W 5% dim.8,5/53 flameproof
002-0394 0,007 Resistor Mox 0,56Q 10W 5% dim.8,5/53 flameproof
002-0397 0,007 Resistor Mox 0,68Q 10W 5% dim.8,5/53 flameproof
002-0400 0,007 Resistor Mox 0,82Q 10W 5% dim.8,5/53 flameproof
002-0403 0,007 Resistor Mox 1,00Q 10W 5% dim.8,5/53 flameproof
002-0406 0,007 Resistor Mox 1,10Q 10W 5% dim.8,5/53 flameproof
002-0409 0,007 Resistor Mox 1,20Q 10W 5% dim.8,5/53 flameproof
002-0412 0,007 Resistor Mox 1,30Q 10W 5% dim.8,5/53 flameproof
002-0415 0,007 Resistor Mox 1,50Q 10W 5% dim.8,5/53 flameproof
002-0418 0,007 Resistor Mox 1,60Q 10W 5% dim.8,5/53 flameproof
002-0421 0,007 Resistor Mox 1,80Q 10W 5% dim.8,5/53 flameproof
002-0424 0,007 Resistor Mox 2,00Q 10W 5% dim.8,5/53 flameproof
002-0427 0,007 Resistor Mox 2,20Q 10W 5% dim.8,5/53 flameproof
002-0430 0,007 Resistor Mox 2,40Q 10W 5% dim.8,5/53 flameproof
002-0433 0,007 Resistor Mox 2,70Q 10W 5% dim.8,5/53 flameproof
002-0436 0,007 Resistor Mox 3,00Q 10W 5% dim.8,5/53 flameproof
002-0439 0,007 Resistor Mox 3,30Q 10W 5% dim.8,5/53 flameproof
002-0442 0,007 Resistor Mox 3,60Q 10W 5% dim.8,5/53 flameproof
002-0445 0,007 Resistor Mox 3,90Q 10W 5% dim.8,5/53 flameproof
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002-0448 0,007 Resistor Mox 4,30Q 10W 5% dim.8,5/53 flameproof
002-0451 0,007 Resistor Mox 4,70Q 10W 5% dim.8,5/53 flameproof
002-0454 0,007 Resistor Mox 5,10Q 10W 5% dim.8,5/53 flameproof
002-0457 0,007 Resistor Mox 5,60Q 10W 5% dim.8,5/53 flameproof
002-0460 0,007 Resistor Mox 6,20Q 10W 5% dim.8,5/53 flameproof
002-0463 0,007 Resistor Mox 6,80Q 10W 5% dim.8,5/53 flameproof
002-0466 0,007 Resistor Mox 7,50Q 10W 5% dim.8,5/53 flameproof
002-0469 0,007 Resistor Mox 8,20Q 10W 5% dim.8,5/53 flameproof
002-0472 0,007 Resistor Mox 9,10Q 10W 5% dim.8,5/53 flameproof
002-0475 0,007 Resistor Mox 10,00Q 10W 5% dim.8,5/53 flameproof
002-0478 0,007 Resistor Mox 12,00Q 10W 5% dim.8,5/53 flameproof
002-0481 0,007 Resistor Mox 15,00Q 10W 5% dim.8,5/53 flameproof
002-0484 0,007 Resistor Mox 18,00Q 10W 5% dim.8,5/53 flameproof
002-0487 0,007 Resistor Mox 22,00Q 10W 5% dim.8,5/53 flameproof
002-0490 0,007 Resistor Mox 27,00Q 10W 5% dim.8,5/53 flameproof
002-0493 0,007 Resistor Mox 33,00Q 10W 5% dim.8,5/53 flameproof
002-0495 0,007 Resistor Mox 36,00Q 10W 5% dim.8,5/53 flameproof
002-0496 0,007 Resistor Mox 39,00Q 10W 5% dim.8,5/53 flameproof
002-0498 0,007 Resistor Mox 43,00Q 10W 5% dim.8,5/53 flameproof
002-0499 0,007 Resistor Mox 47,00Q 10W 5% dim.8,5/53 flameproof
002-0501 0,007 Resistor Mox 51,00Q 10W 5% dim.8,5/53 flameproof
002-0502 0,007 Resistor Mox 56,00Q 10W 5% dim.8,5/53 flameproof
002-0504 0,007 Resistor Mox 62,00Q 10W 5% dim.8,5/53 flameproof
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002-0505 0,007 Resistor Mox 68,00Q 10W 5% dim.8,5/53 flameproof
002-0507 0,007 Resistor Mox 75,00Q 10W 5% dim.8,5/53 flameproof
002-0508 0,007 Resistor Mox 82,00Q 10W 5% dim.8,5/53 flameproof
002-0510 0,007 Resistor Mox 91,00Q 10W 5% dim.8,5/53 flameproof
002-0511 0,007 Resistor Mox 100,00Q 10W 5% dim.8,5/53 flameproof
002-0512 0,007 Resistor Mox 150,00Q 10W 5% dim.8,5/53 flameproof
002-0513 0,007 Resistor Mox 220,00Q 10W 5% dim.8,5/53 flameproof
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