JANTZEN AUDIC

Purifi 6661

Designed by Troels Gravesen

Can be built as a semi-active system or a fully passive system

Click the buttons below to go to:

Complete Design Article

Contact / Purchase Form
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http://www.troelsgravesen.dk/Purifi-6661.htm
http://www.jantzen-audio.com/wp-content/uploads/pricelist9.pdf
http://www.jantzen-audio.com/contact/

JANTZEN AUDIC

Troels Gravesen’s Introduction:

Experience deep and dynamic bass, undistorted midrange and smooth treble
from a relatively small footprint.

Purifi drivers has set a new standard for smaller dynamic transducers and
combined with state of the art tweeters from SB Acoustics and the very best of
crossover components from Jantzen Audio, we're in for something really
special here.

IMPORTANT!

Please read our sales terms to read about how the DIY kits are
delivered and other important information.

Click HERE to read sales terms
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http://www.jantzen-audio.com/wp-content/uploads/Jantzen-Audio-Sales-terms.pdf

JANTZEN AUDIC

Drivers used in the construction:

Please note that we can only supply the tweeters and the
Hypex amps, the Purifi units must be bought elsewhere.

4 x Purifi 6.5\W08-NFA-01 (Mid-Woofers)

obbb

2 x Purifi 6.5M08-NFA-01 (Mid-range units)

oo

2 x SBA TW29BN-B-8 (8Q) (Tweeters)
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JANTZEN AUDIC

Crossover component options:

Semi-Active — Level 1 crossover components:

Coils:

Litz Wire Wax Coils

Iron Core Wire Coils

Tweeter capacitors:

Mid-range capacitors:

Silver Z-Caps
Resistors: N —
Superes (wire wound) ammm
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JANTZEN AUDIC

Semi-Active — Level 2 crossover components:

Coils:

Litz Wire Wax Coils

Iron Core Wire Coils

Tweeter capacitors:

Alumen Z-Caps

Mid-range capacitors:

Silver Z-Caps

Resistors:

Superes (wire wound)
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JANTZEN AUDIC

Passive — Level 1 crossover components:

Coils:

Litz Wire Wax Coils & C-Coils (toroidal core) w

Air & Iron Core Wire Coils

Tweeter capacitors:

Mid-range capacitors:

Silver Z-Caps

Other positions:

Cross Caps

Resistors:

Superes (wire wound)
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JANTZEN AUDIC

Passive — Level 2 crossover components:

Coils:

Litz Wire Wax Coils & C-Coils (toroidal core)

Air & Iron Core Wire Coils

Tweeter capacitors:

Alumen Z-Caps

Mid-range capacitors:

Silver Z-Caps

Other positions:

Cross Caps

Resistors:

Superes (wire wound) a0
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JANTZEN AUDIC

Damping materials included in the DIY kit:

Damping felt

Polyester damping cloth

Combed natural wool filler

Accessories included in the DIY kit:

Binding post terminals
(2 pairs for semi-active, 4 pairs for passive)

90° angled port sets )
Cables for internal wiring (PFTE/Silver) . m

Solder tag strips DR

19 SuperFix
i@

Screws for driver mounting '
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Casco SuperFix component fastening glue




JANTZEN AUDIC

For general accessories click the box below

. T Q \\\

For SBA Satori magnetic dust covers click the box below

For SoundCare Super Spikes click the box below
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http://www.jantzen-audio.com/wp-content/uploads/kit-accessories.pdf
http://www.jantzen-audio.com/wp-content/uploads/SBA-Satori-magnetic-dust-covers.pdf
http://www.jantzen-audio.com/wp-content/uploads/Soundcare-SuperSpikes.pdf

