JANTZEN AUDIC

Scan-Speak 10” Subwoofer

Designed by Troels Gravesen

Please note:

Construction has been updated to use the Hypex FA251 Fusion Plate Amp
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Click the buttons below to go to:

Price List

Complete Design Article

Contact / Purchase Form
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http://www.troelsgravesen.dk/26W-4558T00.htm
http://www.jantzen-audio.com/wp-content/uploads/pricelist11.pdf
http://www.jantzen-audio.com/contact/

JANTZEN AUDIC

Troels Gravesen’s Introduction:

Build a powerful 10" subwoofer from high-quality ScanSpeak 26W/4558T00
driver and 26W/0-00-00 passive radiator.

Driven by a Hypex FUSION plate amp.

A great supplement to your smaller 2- or 3-way speakers.

IMPORTANT!

Please read our sales terms to read about how the DIY kits are
delivered and other important information.

Click HERE to read sales terms
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http://www.jantzen-audio.com/wp-content/uploads/Jantzen-Audio-Sales-terms.pdf

JANTZEN AUDIC

Note!
This kit is only offered with the drivers and Hypex plate amps
included

Drivers used in the construction:

1 x Scan-Speak 26W/4558T00 (Woofer)

1 x Scan-Speak 26W/0-00-00 (Passive radiator)

1 x Hypex FA251 (Plate Amp)
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JANTZEN AUDIC

Damping materials included in the DIY kit:

Egg crate foam
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JANTZEN AUDIC

For general accessories click the box below
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For SoundCare Super Spikes click the box below
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http://www.jantzen-audio.com/wp-content/uploads/kit-accessories.pdf
http://www.jantzen-audio.com/wp-content/uploads/Soundcare-SuperSpikes.pdf

